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For use with 19mm, 25mm and 32mm Apex® and Magnus® steel strapping

H A N D T O O L S    P N E U M A T I C

An ITW Company

Lightweight
At less than 3kg, one of the lightest tools in its class

Easy tool removal from seal
Powered jaw closing and opening for easy operation

Low maintenance reliability
Small wear parts eliminated for maximum reliability

Fast operation
Shortest cycle time in class due to dual powered action

Durable construction
Quality build and materials ensure efficient performance

Ergonomic design
Light weight and ergonomic handle for easy control



RCNS2
Pneumatic Sealer

For use with 19mm, 25mm and 32mm Apex® and Magnus® steel strapping

Design, function and operation

Material Apex® and Magnus®

Width 19, 25, 32mm
Gauge  0.63 - 0.9mm

Strap

Seal type Single rev. notch
Weight 2.9 Kg
Dimensions  L x W x H 260mm x 120mm x 275mm

Specification

The Signode RCNS2 is the fastest, most durable 
pneumatic sealer available – ideally suited to heavy-duty 
applications where reliability is paramount. The RCNS2 
combines robustness with light weight and is one of the 
lightest tools in its category. This combination of light 
weight and an ergonomic design also makes the RCNS2 
one of the most comfortable and easy to operate tools for 
operators to use. 

Speed of operation is another key advantage – thanks to 
a unique design that uses air to move the sealing piston in 
both directions. This feature gives the RCNS2 the 
shortest cycle time in its class and ensures it comes off 
the seal easily. With no small wear parts and a simple yet 
extremely tough jaw mechanism, the RCNS2 also offers 
reliable performance, low maintenance and reduced 
operating costs. 

The RCNS2 is designed for use with Signode’s 19 mm, 
25 mm and 32 mm Apex® and Magnus® strap. Apex® 
regular duty strap is manufactured to close tolerances 
and is suitable for most packaging applications. Magnus® 
medium carbon heat treated steel strap is designed for 
more demanding applications, where high impact 
resistance is required. 

Lightweight ergonomic design 
With its light weight and ergonomically designed handle, 
the RCNS2 is extremely easy and simple for operators to use. 

Reliable and durable 
Robust jaws, side plates and notches made of tough tool steel 
ensures long term reliability in the most demanding applications. 

Faster cycle time 
The only tool to use air to move the sealing piston in 
both directions, the RCNS2 offers the shortest cycle time in 
its class. 

Simpler operation 
The use of compressed air to close and open the jaws 
also ensures the tool comes off the seal quickly and easily. 

Easier, low cost maintenance
The simple, robust design has no small parts to wear out 
providing easier, low-cost servicing requirements.

Signode has a policy of continuous product development and reserves the right
to alter specifications at any time without prior notice
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