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The Sprialgrip 310 is the first of a new generation of stretch wrapping machines that can offer a PPS or Power 

Pre-stretch system of 260% with the infinitely variable film-tension control which reduces film costs and usage 

drastically. Simplicity is the key, all features form installation of the machine, operation, film roll change through 

to maintenance work are designed for fast, easy and simple execution.  

Adjustable Programming for maximum productivity and flexibility the load wrapping parameters, film carriage 

speed, crank arm speed, film lay-on tension etc can all be set and adjusted form the integrated control panel. 

Machine  safety is also important, the film carriage located on the crank-arm, and the interlocked safety bumper 

makes film loading and wrapping operation simple, easy and safe. Operators thus can work efficiently and 

safely with the machine. Suitable for very heavy or very light weight, unstable or irregular pallet loads, in both 

off-line or on-line wrapping operations the machine take sup very little floor space when in park position. 

The Sprialgrip series is supported by Signode in Europe. Consumables, service and spare parts are readily 

available, please contact your local SIGNODE partner.  

 

MACHINES 

 SEMI-AUTOMATIC 

High performance, cost effective, easy to use and economic film use 
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An ITW Company 

 

Sprialgrip 310  

Semi-Automatic Stretch Wrapping Machine for up to 35 pallets per hour 

 



 

  

 

 

 

 

              
           

 

 

 

 

 

 

Spiralgrip 310 

Semi-Automatic Crank-arm wrapping machine for irregular loads 

Easy film reloading by, film roll drop-in 

Technical Data  

An ITW Company                        E-011060        

Capacity:                          Up to 35 pallets / hour depending on 
                                         wrap programme selected and load 

Pallet load dimensions (mm)      
L x W:                               max. 1.200 x 1.200  
Height:                              max. 2.150 mm incl pallet        
Weight:                             floor bearing capacity                           

Machine controls 
PLC control and CAN-BUS. 
Programmes                     4 Programmes with 8 Parameters 

Film reel 
Width:                                500mm 
Diameter max:                   260mm 
Core diameter:                  76mm 
Film thickness:                  17-30μm  (for PPS system) 
Max load Ø:                       2.000 mm 
Floor clearance:                45 mm 
Crank-arm speed:             12 rpm  

Electrical Specification 
Power requirement:           0,5 kVA max. 
Voltage:                             230 V, 1 Ph, 50 Hz 
Control Voltage:                24 V DC                                                         

Options:  Max load Ø 2.300, High load kit 2.550 and kit for 2.900 
mm high loads. 
The company reserves the right to make technical changes without prior 

notification              
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Basic machine dimensions 

 

 

 

A.  3.350 mm                E.  2.225 mm     

B. 1.590 mm                 F.      45 mm  

C.    580 mm                 FS.  500 mm 

D.  1.510 mm      


