
         

 

 

 

         

 

 

 

                                        

 

 

 

 

 

     

 

 

 

 

 

 

The Octopus Junior uses the unique wrapping method of the high-speed ring wrapping technology for on line 

pallet wrapping operations. It can easily be integrated into existing or new conveyor packaging line operations 

and can handle a wide range of pallets, Euro, Chep and ½ or ¼ pallets loads in one machine without changing 

any machine wrapping parameters  

It is possible to equip the Junior with a wide range of machine options to suit most customer applications. The 

Junior is an ideal solution for unstable pallet loads with production capacity up to 50 pallets/hour. The machine 

is equipped with an automatic film tail -welding system, which secures the film tail to the previous film layer in 

the end of the wrapping cycle. Load wrapping patterns, film overlap, the number of top and bottom wraps and 

the film lay on tension during the wrapping programme can be stored in the machine to cater for a wide range of 

different products and wrapping programmes. This ensures maximum equipment uptime and productivity. 

The OCTOPUS series is supported by the Signode in Europe. Consumables, service and spare parts are 

readily available, please contact your local SIGNODE partner.  

 

MACHINES 

 AUTOMATIC 

Automatic wrapping machine for up to 50 pallet loads per hour 
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An ITW Company 

 

Octopus Junior 

 

Machine shown without safety guarding for illustration purposes only, machine is supplied with 

a standard machine guarding package, shown also is the optional machine wrapping 

conveyor. A complete handling system can be also supplied with the machine or the Junior 

can be integrated into an existing customer or OEM handling system. 



 

 

 

 

 

 

 

              
 

 

 

 

 

 

Octopus Junior 

Automatic wrapping machine for palletized loads 

Easy to use Junior Control  panel  Technical Data  

An ITW Company                        E-011062    

Capacity:                    up to 50 pallets / hours depending on 
                                   programme, pallet  height & conveyor. 

Pallet load dimensions (mm)      
L x W:                                max. 1.200 x1.000 / 1.400 x 800  
Max. Load diagonal           1.800  
Height:                               max. 2.400 (n 500 mm conveyor)                                

Transport dimensions (mm) 
L x W x H:                          3.900 x 2.500  x 2.860mm 
Weight:                               1.500 kg 

Film reel 
Width:                                 500 mm 
Diameter max:                    300 mm 
Core diameter:                   76 mm 
Film thickness:                   17-30um  (for PPS system) 
Power Pre-Stretch:             Up to 300% film pre-stretch  

Electrical Specification 
Power requirement:            5.0 kVA max. 
Voltage:                               3 x 380 VAC, 50 Hz 
                                            3 x 400 VAC, 50 Hz 
                                            3 x 415 VAC, 50 Hz 
Control Voltage:                  24 V DC                                                         

Compressed Air:                 0,6 Mpa, max. 9 1 / cycle 

Noise Level:                       <74dB(A) 

The company reserves the right to make technical 

changes without prior notification              
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Basic Machine Options available 

Roller Conveyor and or chain conveyor systems                                                   

Pallet lifting device for load under-wrapping 

Extended machine guarding elements  

Light Guard barrier safety system 

 

Octopus Junior wrapping boxed and palletized products on 

Low height conveyor suitable for manual pallet hand truck  

loading and removal  

 


